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402

RECEIVE AN OPTICAL SIGNAL HAVING A PLURALITY OF WAVELENGTHS

404
GENERATE A PUMP SIGNAL FOR A DOPED FIBER AMPLIFICATION ELEMENT |

406

MULTIPLEX THE OPTICAL SIGNAL AND THE PUMP SIGNAL INTO THE DOPED FIBER
AMPLIFICATION ELEMENT

408
GENERATE A GAIN OFFSET CANCELLING SIGNAL
410
USE THE GAIN OFFSET CANCELLING SIGNAL TO GENERATE THE PUMP SIGNAL,
WHEREIN A GAIN OFFSET IS CANCELLED FOR THE PLURALITY OF WAVELENGTHS IN
THE OPTICAL SIGNAL QUTPUT FROM THE OPTICAL AMPLIFIER
GENERATE AN ATTENUATION CONTROL SIGNAL FOR A VARIABLE OPTICAL /412

ATTENUATOR CONFIGURED TO RECEIVE THE OPTICAL SIGNAL FROM THE DOPED
FIBER AMPLIFICATION ELEMENT

USE THE GAIN OFFSET CANCELLING SIGNAL TO GENERATE AT LEAST ONE OF THE 414
PUMP SIGNAL AND THE ATTENUATION CONTROL SIGNAL, WHEREIN A GAIN OFFSET IS —
CANCELLED FOR THE PLURALITY OF WAVELENGTHS IN THE OPTICAL SIGNAL OUTPUT

FROM THE OPTICAL AMPLIFIER

FIG. 4
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P
GENERATE A FIRST POWER SIGNAL CORRESPONDING TO THE RECEIVED OPTICAL
SIGNAL
504
OBTAIN A GAIN SET POINT |
506
RECEIVE AN OFFSET INDICATIVE OF AN ASE COMPENSATION AND AN OUTPUT POWER |
SIGNAL CORRESPONDING TO THE OPTICAL SIGNAL OUTPUT FROM THE VARIABLE
OPTICAL ATTENUATOR

OPEN LOOP FEED-

CLOSED LOQP FEED-

FORWARD PGO CONTROL BACK PGO CONTROL
. 510-1 B
BASED ON THE FIRST POWER |~ BASED ON THE FIRST POWER
SIGNAL, THE GAIN SET POINT,
SIGNAL, THE GAIN SET POINT,
AND THE OFFSET (INCLUDING
AND THE OFFSET, REGULATE
THE GAIN OFFSET
A GAIN CONTROL SIGNAL TO
CANCELLING SIGNAL),
DRIVE A LASER DIODE
REGULATE A GAIN CONTROL GENERATING THE PUMP
SIGNAL TO DRIVE A LASER SIGNAL
DIODE GENERATING THE
PUMP SIGNAL

FIG. 5
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408 ~

02
GENERATE A SECOND POWER SIGNAL CORRESPONDING TO THE OPTICAL SIGNAL j
OUTPUT BY THE DOPED FIBER AMPLIFICATION ELEMENT

GENERATE A THIRD POWER SIGNAL CORRESPONDING TO AN OUTPUT POWER 504
SIGNAL OF THE OPTICAL SIGNAL OUTPUT FROM THE VARIABLE OPTICAL |
ATTENUATOR
606
|
OBTAIN A LOSS SET POINT
OPEN LOOP FEED- CLOSED LOOP FEED-
FORWARD PGO CONTROL BACK PGO GONTROL
/610-1 /61 0-2
BASED ON THE SECOND BASED ON THE SECOND

POWER SIGNAL, THE THIRD
POWER SIGNAL, THE LOSS
SET POINT, AND THE GAIN

POWER SIGNAL, THE THIRD
POWER SIGNAL, AND THE
LOSS SET POINT, REGULATE

OFFSET CANCELLING SIGNAL, THE ATTENUATION CONTROL
REGULATE THE SIGNAL
ATTENUATION CONTROL
SIGNAL

FIG. 6
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410 ~N

OPTICALLY FILTER THE OPTICAL SIGNAL OUTPUT FROM THE VARIABLE OPTICAL
ATTENUATOR TO GENERATE A FIRST FILTERED OPTICAL SIGNAL AND A SECOND
FILTERED OPTICAL SIGNAL

JOZ

GENERATE AFIRST FILTERED POWER SIGNAL AND A SECOND FILTERED POWER

704
SIGNAL RESPECTIVELY CORRESPONDING TO THE FIRST FILTERED OPTICAL SIGNAL |/
AND THE SECOND FILTERED OPTICAL SIGNAL
706
NORMALIZE THE FIRST FILTERED POWER SIGNAL AND THE SECOND FILTERED |
POWER SIGNAL
OPEN LOOP FEED- CLOSED LOOP FEED-
FORWARD PGO CONTROL BACK PGO CONTROL
v 710-1 v 710-2
AMPLIFY THE NORMALIZED AMPLIFY THE NORMALIZED L
FIRST FILTERED POWER FIRST FILTERED POWER
SIGNAL AND THE SIGNAL AND THE
NORMALIZED SECOND NORMALIZED SECOND
FILTERED POWER SIGNAL FILTERED POWER SIGNAL,
INCLUDING RECEIVING A
CONSTANT AMPLIFIER TILT

SIGNAL INDICATIVE OF A
WAVELENGTH-DEPENDENT
POWER OFFSET

FIG. 7
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1
POST-TRANSIENT GAIN CONTROL OF
OPTICAL AMPLIFIERS

BACKGROUND

1. Field of the Disclosure

The present disclosure relates generally to optical commu-
nication networks and, more particularly, to a system and
method for post-transient gain control of optical amplifiers.

2. Description of the Related Art

Telecommunication, cable television and data communi-
cation systems use optical networks to rapidly convey large
amounts of information between remote points. In an optical
network, information is conveyed in the form of optical sig-
nals through optical fibers. Optical networks may also include
various network elements, such as amplifiers, dispersion
compensators, multiplexer/demultiplexer filters, wavelength
selective switches, optical switches, couplers, etc. configured
to perform various operations within the network.

In particular, optical networks may be reconfigured to
transmit different individual channels using, for example,
optical add-drop multiplexers (OADMSs). In this manner,
individual channels (e.g., wavelengths) may be added or
dropped at various points along an optical network, enabling
avariety of network configurations and topologies. However,
such network reconfiguration events may result in power
transients among the surviving channels. In particular,
steady-state gain offset as a result of network reconfiguration
may result in undesired variations in signal power and/or
optical signal to noise ratio (OSNR) in an optical network.

SUMMARY

In one aspect, a disclosed method for post-transient gain
control of an optical amplifier includes receiving an optical
signal having a plurality of wavelengths, generating a pump
signal for a doped fiber amplification element, and multiplex-
ing the optical signal and the pump signal into the doped fiber
amplification element. The method may include generating a
gain offset cancelling signal, and using the gain offset can-
celling signal to generate the pump signal. A gain offset may
be cancelled for the plurality of wavelengths in the optical
signal output from the optical amplifier.

In particular embodiments, the method may include gen-
erating an attenuation control signal for a variable optical
attenuator configured to receive the optical signal from the
doped fiber amplification element, and using the gain offset
cancelling signal to generate at least one of the pump signal
and the attenuation control signal.

Additional disclosed aspects for receiving an optical signal
having a plurality of wavelengths and performing post-tran-
sient gain control include an optical amplifier and an optical
communication system, as described herein.

BRIEF DESCRIPTION OF THE DRAWINGS

For a more complete understanding of the present inven-
tion and its features and advantages, reference is now made to
the following description, taken in conjunction with the
accompanying drawings, in which:

FIG. 1 is a block diagram of selected elements of an
embodiment of an optical network;

FIG. 2 is a block diagram of selected elements of an
embodiment of an optical amplifier employing post-transient
gain offset control;
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FIG. 3A is a block diagram of selected elements of an
embodiment of an optical amplifier employing post-transient
gain offset control;

FIG. 3B is a block diagram of selected elements of an
embodiment of an optical amplifier employing post-transient
gain offset control;

FIG. 4 is a flow diagram of selected elements of an embodi-
ment of a method for post-transient gain offset control using
an optical amplifier;

FIG. 5 is a flow diagram of selected elements of an embodi-
ment of a method for post-transient gain offset control using
an optical amplifier;

FIG. 6 is a flow diagram of selected elements of an embodi-
ment of a method for post-transient gain offset control using
an optical amplifier; and

FIG. 7 is a flow diagram of selected elements of an embodi-
ment of a method for post-transient gain offset control using
an optical amplifier.

DESCRIPTION OF PARTICULAR
EMBODIMENT(S)

In the following description, details are set forth by way of
example to facilitate discussion of the disclosed subject mat-
ter. It should be apparent to a person of ordinary skill in the
field, however, that the disclosed embodiments are exemplary
and not exhaustive of all possible embodiments.

Throughout this disclosure, a hyphenated form of a refer-
ence numeral refers to a specific instance of an element and
the un-hyphenated form of the reference numeral refers to the
element generically or collectively. Thus, as an example (not
shown in the drawings), widget “12-1"refers to an instance of
a widget class, which may be referred to collectively as wid-
gets “12” and any one of which may be referred to generically
as a widget “12”. In the figures and the description, like
numerals are intended to represent like elements.

Turning now to the drawings, FIG. 1 illustrates an example
embodiment of optical network 101, which may represent an
optical communication system. Optical network 101 may
include one or more optical fibers 106 configured to transport
one or more optical signals communicated by components of
optical network 101. The network elements of optical net-
work 101, coupled together by fibers 106, may comprise one
or more transmitters 102, one or more multiplexers (MUX)
104, one or more optical amplifiers 108, one or more optical
add/drop multiplexers (OADM) 110, one or more demulti-
plexers (DEMUX) 105, and one or more receivers 112.

Optical network 101 may comprise a point-to-point optical
network with terminal nodes, a ring optical network, a mesh
optical network, or any other suitable optical network or
combination of optical networks. Optical fibers 106 comprise
thin strands of glass capable of communicating the signals
over long distances with very low loss. Optical fibers 106 may
comprise a suitable type of fiber selected from a variety of
different fibers for optical transmission.

Optical network 101 may include devices configured to
transmit optical signals over optical fibers 106. Information
may be transmitted and received through optical network 101
by modulation of one or more wavelengths of light to encode
the information on the wavelength. In optical networking, a
wavelength of light may also be referred to as a channel. Each
channel may be configured to carry a certain amount of infor-
mation through optical network 101.

To increase the information capacity and transport capa-
bilities of optical network 101, multiple signals transmitted at
multiple channels may be combined into a single wideband
optical signal. The process of communicating information at
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multiple channels is referred to in optics as wavelength divi-
sion multiplexing (WDM). Coarse wavelength division mul-
tiplexing (CWDM) refers to the multiplexing of wavelengths
that are widely spaced having low number of channels, usu-
ally greater than 20 nm and less than sixteen wavelengths, and
dense wavelength division multiplexing (DWDM) refers to
the multiplexing of wavelengths that are closely spaced hav-
ing large number of channels, usually less than 0.8 nm spac-
ing and greater than forty wavelengths, into a fiber. WDM or
other multi-wavelength multiplexing transmission tech-
niques are employed in optical networks to increase the
aggregate bandwidth per optical fiber. Without WDM, the
bandwidth in optical networks may be limited to the bit-rate
of solely one wavelength. With more bandwidth, optical net-
works are capable of transmitting greater amounts of infor-
mation. Optical network 101 may be configured to transmit
disparate channels using WDM or some other suitable multi-
channel multiplexing technique, and to amplify the multi-
channel signal.

Optical network 101 may include one or more optical
transmitters (Tx) 102 configured to transmit optical signals
through optical network 101 in specific wavelengths or chan-
nels. Transmitters 102 may comprise a system, apparatus or
device configured to convert an electrical signal into an opti-
cal signal and transmit the optical signal. For example, trans-
mitters 102 may each comprise a laser and a modulator to
receive electrical signals and modulate the information con-
tained in the electrical signals onto a beam of light produced
by the laser at a particular wavelength, and transmit the beam
for carrying the signal throughout optical network 101.

Multiplexer 104 may be coupled to transmitters 102 and
may be a system, apparatus or device configured to combine
the signals transmitted by transmitters 102, e.g., at respective
individual wavelengths, into a WDM signal.

Optical amplifiers 108 may amplify the multi-channeled
signals within optical network 101. Optical amplifiers 108
may be positioned before and/or after certain lengths of fiber
106. Optical amplifiers 108 may comprise a system, appara-
tus, or device configured to amplify optical signals. For
example, optical amplifiers 108 may comprise an optical
repeater that amplifies the optical signal. This amplification
may be performed with opto-electrical or electro-optical con-
version. In some embodiments, optical amplifiers 108 may
comprise an optical fiber doped with a rare-earth element to
form a doped fiber amplification element. When a signal
passes through the fiber, external energy may be applied in the
form of a pump signal to excite the atoms of the doped portion
of'the optical fiber, which increases the intensity of the optical
signal. As an example, optical amplifiers 108 may comprise
an erbium-doped fiber amplifier (EDFA).

OADMSs 110 may be coupled to optical network 101 via
fibers 106. OADMs 110 comprise an add/drop module, which
may include a system, apparatus or device configured to add
and/or drop optical signals (i.e., at individual wavelengths)
from fibers 106. After passing through an OADM 110, an
optical signal may travel along fibers 106 directly to a desti-
nation, or the signal may be passed through one or more
additional OADMs 110 and/or optical amplifiers 108 before
reaching a destination.

As shown in FIG. 1, optical network 101 may also include
one or more demultiplexers 105 at one or more destinations of
network 101. Demultiplexer 105 may comprise a system
apparatus or device that acts as a demultiplexer by splitting a
single composite WDM signal into individual channels at
respective wavelengths. For example, optical network 101
may transmit and carry a forty (40) channel DWDM signal.
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Demultiplexer 105 may divide the single, forty channel
DWDM signal into forty separate signals according to the
forty different channels.

In certain embodiments of optical network 101, OADM
110 may represent a reconfigurable OADM (ROADM) that is
capable of adding or dropping individual or multiple wave-
lengths of a WDM signal. The individual or multiple wave-
lengths may be added or dropped in the optical domain, for
example, using a wavelength selective switch (WSS) (not
shown) that may be included in a ROADM.

In FIG. 1, optical network 101 may also include receivers
112 coupled to demultiplexer 105. Each receiver 112 may be
configured to receive optical signals transmitted at a particu-
lar wavelength or channel, and may process the optical sig-
nals to obtain (e.g., demodulate) the information (i.e., data)
that the optical signals contain. Accordingly, network 101
may include at least one receiver 112 for every channel of the
network.

Optical networks, such as optical network 101 in FIG. 1,
may employ modulation techniques to convey information in
the optical signals over the optical fibers. Such modulation
schemes may include phase-shift keying (PSK), frequency-
shift keying (FSK), amplitude-shift keying (ASK), and
quadrature amplitude modulation (QAM), among other
examples of modulation techniques. In PSK, the information
carried by the optical signal may be conveyed by modulating
the phase of a reference signal, also known as a carrier wave,
or simply, a carrier. The information may be conveyed by
modulating the phase of the signal itself using two-level or
binary phase-shift keying (BPSK), four-level or quadrature
phase-shift keying (QPSK), multi-level phase-shift keying
(M-PSK) and differential phase-shift keying (DPSK). In
QAM, the information carried by the optical signal may be
conveyed by modulating both the amplitude and phase of the
carrier wave. PSK may be considered a subset of QAM,
wherein the amplitude of the carrier waves is maintained as a
constant. Additionally, polarization division multiplexing
(PDM) technology may enable achieving a greater bit rate for
information transmission. PDM transmission comprises
modulating information onto various polarization compo-
nents of an optical signal associated with a channel. The
polarization of an optical signal may refer to the direction of
the oscillations of the optical signal. The term “polarization”
may generally refer to the path traced out by the tip of the
electric field vector at a point in space, which is perpendicular
to the propagation direction of the optical signal.

In an optical network, such as optical network 101 in FIG.
1, it is typical to refer to a management plane, a control plane,
and a transport plane (sometimes called the physical layer). A
central management host (not shown) may reside in the man-
agement plane and may configure and supervise the compo-
nents of the control plane. The management plane includes
ultimate control over all transport plane and control plane
entities (e.g., network elements). As an example, the manage-
ment plane may consist of a central processing center (e.g.,
the central management host), including one or more process-
ing resources, data storage components, etc. The manage-
ment plane may be in electrical communication with the
elements of the control plane and may also be in electrical
communication with one or more network elements of the
transport plane. The management plane may perform man-
agement functions for an overall system and provide coordi-
nation between network elements, the control plane, and the
transport plane. As examples, the management plane may
include an element management system (EMS) which
handles one or more network elements from the perspective
of'the elements, a network management system (NMS) which
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handles many devices from the perspective of the network,
and/or an operational support system (OSS) which handles
network-wide operations.

Modifications, additions or omissions may be made to
optical network 101 without departing from the scope of the
disclosure. For example, optical network 101 may include
more or fewer elements than those depicted in FIG. 1. Addi-
tionally network 101 may include additional elements not
expressly shown, such as a dispersion compensation module
(DCM). Also, as mentioned above, although depicted as a
point-to-point network, optical network 101 may comprise
any suitable network topology for transmitting optical signals
such as aring, a mesh, and/or a hierarchical network topology.

As discussed above, the amount of information that may be
transmitted over an optical network may vary with the num-
ber of optical channels coded with information and multi-
plexed into one signal. Accordingly, an optical fiber employ-
ing a WDM signal may carry more information than an
optical fiber that carries information over a single channel.
Besides the number of channels and number of polarization
components carried, another factor that affects how much
information can be transmitted over an optical network may
be the bit rate of transmission. The higher the bit rate, the
greater the transmitted information capacity. Achieving
higher bit rates may be limited by the availability of wide
bandwidth electrical driver technology, digital signal proces-
sor technology and increase in the required OSNR for trans-
mission over optical network 101.

In operation of optical network 101, reconfiguration of the
optical signals to add and/or drop individual channels may be
performed at OADMs 110. Under such add/drop cases, the
surviving channels may systematically be subjected to power
transients that result in under gain or over gain. The under or
over gain of the surviving channels may accumulate rapidly
along cascaded optical amplifiers 108 as this transient gain
offset may lead to undesirable variation in output signal
power and received OSNR. In particular, as higher bit rates,
for example, up to 100 gigabits per second are used for trans-
mission over optical network 101, the received OSNR to
achieve such higher bit rates may be reduced due to transient
gain effects. In addition to network throughput, variation in
OSNR due to transient gain effects may constrain a transmis-
sion distance (i.e., reach) of at least certain portions of optical
network 101.

In optical network 101, two kinds of transient gain effects
may be observed: transient gain excursion (TGE) and post-
transient gain offset (PGO). TGE may be compensated or
minimized dynamically using fast gain control, for example,
in optical amplifiers 108. On the other hand, PGO may be
difficult to minimize and may be manageable to some extent
using NMS system level software, which may be a relatively
slow and an inaccurate method of correcting PGO.

As will be described in further detail herein, the methods
and systems disclosed herein for post-transient gain control
may involve a dynamic PGO cancellation loop control system
within an optical amplifier. The methods and system dis-
closed herein for PGO control may represent a relatively fast
and accurate method that may be using at a number of optical
amplifiers 108 in optical network 101.

Turning now to FIG. 2, an example embodiment of optical
amplifier 200 employing PGO control is illustrated in block
diagram format. As shown, optical amplifier 200 may repre-
sent an embodiment of optical amplifier 108 (see FIG. 1) and
may include EDFA control 230, comprising gain control 204
and gain offset control 202. Accordingly, optical amplifier
200 may receive optical signal 206-1 as input and may output
PGO-controlled optical signal 206-3, as will be described in
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further detail. In particular, optical amplifier 200 may be used
in optical network 101 after an instance of OADMs 110 is
used to add and/or drop channels, which may represent a
source of PGO in optical signal 206. In FIG. 2, optical ampli-
fier 200 is shown including various optical taps 218, which
may represent any of a variety of optical splitters for perform-
ing measurements on optical signal 206 at various points
within optical amplifier 200, as will be described in further
detail. As shown in FIG. 2, optical amplifier 200 may repre-
sent a device comprising various components and signals
between the components, which may include signals in the
optical domain (shown connected with a solid line) as well as
signals in the electrical domain (shown connected with a
dashed line). It is noted that arrows depicted in signal lines in
FIG. 2 are intended to show information flow and may not
necessarily represent a direction of transmission of a corre-
sponding signal media (e.g., transmission of an optical signal
or an electrical current).

In FIG. 2, optical amplifier 200 may include optical tap
218-1 for measuring optical signal 206-1 arriving as an input
to optical amplifier 200. Optical signal 219-1 output from
optical tap 218-1 may be provided to gain control 204, which
may output pump signal 222 having a power intensity regu-
lated by gain control 204. Pump signal 222 may be combined
with optical signal 206-1 passing through optical tap 218-1 at
wavelength division multiplexer (WDM) 210 and may thus
be fed to a doped fiber amplification element (shown in the
exemplary embodiment of FIG. 2 as erbium-doped fiber
(EDF) 212), which may then amplify optical signal 206-1.
After amplification by EDF 212 and filtering by gain flatten-
ing filter (GFF) 214, optical signal 206-2, which passes
through optical tap 218-2, may represent the amplified signal
output by EDF 212. It is noted that in different embodiments,
other types of doped fiber amplification elements may be used
in place of EDF 212.

In FIG. 2, upon receiving optical signal 219-2 output from
optical tap 218-2, gain control 204 may regulate attenuation
control signal 220, which may then be fed as an electrical
input to variable optical attenuator (VOA) 216, which, in turn,
may attenuate optical signal 206-2 to result in optical signal
206-3, which passes through optical taps 218-3 and 218-4.
Optical signal 219-3 output from optical tap 218-3 may be
provided to gain control 204, which may use optical signal
219-3, among other inputs, to generate pump signal 222 and/
or attenuation control signal 220, as will be described in
further detail in FIGS. 3A and 3B below. Additionally, gain
control 204 may receive offset cancelling signal 224, which
may also be used by gain control 204 to regulate pump signal
222 and/or attenuation control signal 220 for PGO control. In
different embodiments, gain control 204 may use offset can-
celling signal 224 for open loop feed-forward PGO control
(see FIG. 3A) and/or closed loop feedback PGO control (see
FIG. 3B). Furthermore, gain offset control 202 may receive
optical signal 219-4 from optical tap 218-4 and may generate
offset cancelling signal 224 for use by gain control 204.

In operation of optical amplifier 200 shown in FIG. 2,
EDFA control 230 may employ gain offset control 202 to
regulate a desired gain of optical signal 206 by generating
pump signal 222 and/or attenuation control signal 220. In this
manner, PGO control of optical signal 206 may be achieved
with a desired combination of gain and/or attenuation to
reduce or substantially eliminate power variants in optical
signal 206.

Turning now to FIG. 3A, an example embodiment of
EDFA control 230-1 employing PGO control is illustrated in
block diagram format. As shown, EDFA control 230-1 may
represent an embodiment of EDFA control 230 (see FIG. 2)
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and may include gain control 204-1, and gain offset control
202-1. In particular, EDFA control 230-1 may represent an
embodiment of PGO control using an open loop feed-forward
technique in which offset cancelling signal 224-1 is used to
regulate pump signal 222. As shown in EDFA control 230-1,
offset cancelling signal 224-1 may be a function of gain
and/or spectral allocation of channels in optical signal 206
(see FIG. 2).

In EDFA control 230-1 as shown in FIG. 3 A, optical signal
219-1 may be converted to input power signal 304 by photo-
diode 310-1 to provide an indication of input power received
by optical amplifier 200. Similarly, optical signal 219-2 may
be converted to power signal 332 to provide an indication of
power level after amplification by EDF 212 but before attenu-
ation by VOA 216, while optical signal 219-3 may be con-
verted to power signal 334 to provide an indication of power
level after attenuation by VOA 216. Log amp with PID 316-1
may represent a differential logarithmic amplifier and a pro-
portional-integral-differential (PID) controller for amplify-
ing and regulating input signals to generate a desired output
signal. Specifically, log amp with PID 316-1 may receive
power signal 304, constant gain set point 318-1, as well as
offset 330-1, which may be indicative of constant amplified
spontaneous emission (ASE) compensation 318-3 and power
signal 334 (i.e., from output optical signal 206-3) correspond-
ing to the output from optical amplifier 200. In the embodi-
ment of EDFA control 230-1 shown in FIG. 3A, offset 330-1
may also be indicative of offset cancelling signal 224-1. As
shown in FIG. 3A, offset 330-1 may be generated by sum
314-2 shown receiving constant ASE compensation 318-3,
offset cancelling signal 224-1, and power signal 334. Log
amp with PID 316-1 may generate an output, which is
received as an input by sum 314-1, along with power signal
304, to generate pump control signal 306-1, which, in turn, is
used by laser diode 312 to generate pump signal 222. To
generate attenuation control signal 220-1, gain control 204-1
may generate an output from log amp with PID 316-2, which
may receive power signals 332 and 334, along with constant
loss set point 318-2. As shown in FIG. 3A, constants 318 may
output electrical signals, either digital and/or analog signals,
that represent certain constant values that may be pro-
grammed for use with optical amplifier 200. For example,
constants 318 may be stored in a look-up table that may be
accessible to a plurality of instances of optical amplifier 200
within optical network 101. It is noted that values associated
with constants 318 may be externally regulated by an NMS
and/or another entity, for example, to exert central control of
optical network 101, which may cause the values associated
with constants 318 to change.

Also shown in FIG. 3 A is gain offset control 202-1 which
may generate offset cancelling signal 224-1 for use by gain
control 204-1, as described above. Gain offset control 202-1
may receive optical signal 219-4 and may include optical
filter 320 to generate first filtered optical signal 338-1 and
second filtered optical signal 338-2. In some embodiments,
optical signal 219-4 may be used to capture output optical
energy of optical amplifier 200. In other embodiments, opti-
cal signal 219-4 may be used to capture reflected light, such as
Rayleigh backscattered light, coming back from subsequent
elements in optical network 101, which may be advantageous
in coordinating downstream PGO control.

In FIG. 3A, optical filter 320 may be any of a variety of
different types of optical filters for various implementations
of gain offset control 202-1. In one embodiment, optical filter
320 may be a wavelength dependent loss (WDL)) filter, while
first filtered optical signal 338-1 is down band tilt and second
filtered optical signal 338-2 is up band tilt. As used herein
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with respect to embodiments of optical amplifier 200, “tilt”
may refer to a linear power scaling that is dependent upon
wavelength (e.g., channel) within optical signal 206. In
another embodiment, optical filter 320 may be a wide band
filter, while first filtered optical signal 338-1 is a blue wide-
band signal and second filtered optical signal 338-2 is a red
wideband signal. In particular embodiments, optical filter 320
may be a narrow band filter, while first filtered optical signal
338-1 yields a blue narrowband noise signal and second fil-
tered optical signal 338-2 yields a red narrowband noise
signal. In still other embodiments, optical filter 320 may be a
tunable filter, such that first filtered optical signal 338-1 and
second filtered optical signal 338-2 output respective pass
bands, depending on a respective spectral shape of the tuning
applied to optical filter 320. Then, first filtered optical signal
338-1 may be converted to first filtered power signal 340-1 by
photodiode 310-4 and second filtered optical signal 338-2
may be converted to second filtered power signal 340-2 by
photodiode 310-5. First filtered power signal 340-1 and sec-
ond filtered power signal 340-2 may be processed by normal-
izer 324 to generate normalized outputs for amplification by
log amp 322-1 to then output offset cancelling signal 224-1.
In certain embodiments, normalizer 324 may perform a sum-
and-difference normalization, while log amp 322-1 may be a
differential logarithmic amplifier.

Turning now to FIG. 3B, an example embodiment of EDFA
control 230-2 employing PGO control is illustrated in block
diagram format. As shown, EDFA control 230-2 may repre-
sent an embodiment of EDFA control 230 (see FIG. 2) and
may include gain control 204-2, and gain offset control 202-2.
In particular, EDFA control 230-2 may represent an embodi-
ment of PGO control using a closed loop feedback technique
in which offset cancelling signal 224-2 is used to regulate
attenuation control signal 220-2. As shown in EDFA control
230-2, offset cancelling signal 224-1 may represent a desired
value for amplifier tilt.

In EDFA control 230-2 as shown in FIG. 3B, optical signal
219-1 may be converted to input power signal 304 by photo-
diode 310-1 to provide an indication of input power received
by optical amplifier 200. Similarly, optical signal 219-2 may
be converted to power signal 332 to provide an indication of
power level after amplification by EDF 212 but before attenu-
ation by VOA 216, while optical signal 219-3 may be con-
verted to power signal 334 to provide an indication of power
level after attenuation by VOA 216. Log amp with PID 316-1
may represent a differential logarithmic amplifier followed
by a PID controller for amplifying and regulating input sig-
nals to generate a desired output signal. Specifically, log amp
with PID 316-1 may receive power signal 304, constant gain
set point 318-1, as well as offset 330-2, which may be indica-
tive of constant ASE compensation 318-3 and power signal
334 (i.e., from output optical signal 206-3) corresponding to
the output from optical amplifier 200. In the embodiment of
EDFA control 230-2 shown in FIG. 3B, offset 330-2 may be
generated by sum 314-2 shown receiving constant ASE com-
pensation 318-3 and power signal 334. Log amp with PID
316-1 may generate an output, which is received as an input
by sum 314-1, along with power signal 304, to generate pump
control signal 306-2, which, in turn, is used by laser diode 312
to generate pump signal 222. To generate attenuation control
signal 220-2, gain control 204-2 may generate an output from
log amp with PID 316-3, which may receive power signals
332 and 334, along with an output from sum 314-3, which
may receive constant loss set point 318-2 and offset cancel-
ling signal 224-2. As shown in FIG. 3B, constants 318 may
output electrical signals, either digital and/or analog signals,
that represent certain constant values that may be pro-
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grammed for use with optical amplifier 200. For example,
constants 318 may be stored in a look-up table that may be
accessible to a plurality of instances of optical amplifier 200
within optical network 101. It is noted that values associated
with constants 318 may be externally regulated by an NMS
and/or another entity, for example, to exert central control of
optical network 101, which may cause the values associated
with constants 318 to change.

Also shown in FIG. 3B is gain offset control 202-2 which
may generate offset cancelling signal 224-2 for use by gain
control 204-2, as described above. Gain offset control 202-2
may receive optical signal 219-4 and may include optical
filter 320 to generate first filtered optical signal 338-1 and
second filtered optical signal 338-2. In some embodiments,
optical signal 219-4 may be used to capture output optical
energy of optical amplifier 200. In other embodiments, opti-
cal signal 219-4 may be used to capture reflected light, such as
Rayleigh backscattered light, coming back from subsequent
elements in optical network 101, which may be advantageous
in coordinating downstream PGO control.

In FIG. 3B, optical filter 320 may be any of a variety of
different types of optical filters for various uses of gain offset
control 202-2, as described above with respect to gain offset
control 202-1 (see FIG. 3A). Then, first filtered optical signal
338-1 may be converted to first filtered power signal 340-1 by
photodiode 310-4 and second filtered optical signal 338-2
may be converted to second filtered power signal 340-2 by
photodiode 310-5. First filtered power signal 340-1 and sec-
ond filtered power signal 340-2 may be processed by normal-
izer 324 to generate normalized outputs for amplification by
log amp 322-2 to then output offset cancelling signal 224-2.
Log amp 322-2 may also receive as input constant amp tilt
318-4. In certain embodiments, normalizer 324 may perform
a sum-and-difference normalization, while log amp 322-2
may be a differential logarithmic amplifier.

Referring now to FIG. 4, a block diagram of selected ele-
ments of an embodiment of method 400 for PGO control is
depicted in flowchart form. Method 400 may be performed
using network 101 (see FIG. 1) and optical amplifier 200 (see
FIG. 2), for example, by using implementations described in
FIGS. 3A and/or 3B. It is noted that certain operations
described in method 400 may be optional or may be rear-
ranged in different embodiments.

Method 400 may begin by receiving (operation 402) an
optical signal having a plurality of wavelengths. A pump
signal may be generated (operation 404) for a doped fiber
amplification element. The optical signal and the pump signal
may be multiplexed (operation 406) into the doped fiber
amplification element. A gain offset cancelling signal may be
generated (operation 408). The gain offset cancelling signal
may be used (operation 410) to generate at least one of the
pump signal and the attenuation control signal, wherein a gain
offset is cancelled for the plurality of wavelengths in the
optical signal output from the optical amplifier. In certain
embodiments, additional operations 412 and/or 414 (shown
with dashed lines in FIG. 4) may optionally be performed in
method 400. An attenuation control signal may be generated
(operation 412) for a variable optical attenuate configured to
receive the optical signal from the doped fiber amplification
element. The gain offset cancelling signal may be used to
generate (operation 414) at least one of the pump signal and
the attenuation control signal, wherein a gain offset is can-
celled for the plurality of wavelengths in the optical signal
output from the optical amplifier. In some embodiments,
operation 414 may replace operation 410, for example, when
operation 412 is performed.
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Referring now to FIG. 5, a block diagram of selected ele-
ments of an embodiment of method 404 for PGO control is
depicted in flowchart form. Method 404 may represent
embodiments of operation 404 in method 400 (see FIG. 4)
and may be performed using network 101 (see FIG. 1) and
optical amplifier 200 (see FIG. 2), for example, by using
implementations described in FIGS. 3A and 3B. It is noted
that certain operations described in method 404 may be
optional or may be rearranged in different embodiments.

Method 404 may begin by generating (operation 502) a
first power signal corresponding to the received optical sig-
nal. A gain set point may be obtained (operation 504). An
offset may be received (operation 506) that is indicative of an
ASE compensation and an output power signal correspond-
ing to the optical signal output from the variable optical
attenuator. Then, method 404 may proceed according to at
least one of two variants. For example, when open loop feed-
forward PGO control is employed (see also FIG. 3A), based
on the first power signal, the gain set point, and the offset
(including the gain offset cancelling signal), a gain control
signal may be regulated (operation 510-1) to drive a laser
diode generating the pump signal. For example, when closed
loop feedback PGO control is employed (see also FIG. 3B),
based on the first power signal, the gain set point, and the
offset, a gain control signal may be regulated (operation 510-
2) to drive a laser diode generating the pump signal.

Referring now to FIG. 6, a block diagram of selected ele-
ments of an embodiment of method 408 for PGO control is
depicted in flowchart form. Method 408 may represent
embodiments of operation 408 in method 400 (see FIG. 4)
and may be performed using network 101 (see FIG. 1) and
optical amplifier 200 (see FIG. 2), for example, by using
implementations described in FIGS. 3A and 3B. It is noted
that certain operations described in method 408 may be
optional or may be rearranged in different embodiments.

Method 408 may begin by generating (operation 602) a
second power signal corresponding to the optical signal out-
put by the doped fiber amplification element. A third power
signal corresponding to an output power signal of the optical
signal output from the variable optical attenuator may be
generated (operation 604). A loss set point may be obtained
(operation 606). Then, method 408 may proceed according to
at least one of two variants. For example, when open loop
feed-forward PGO control is employed (see also FIG. 3A),
based on the second power signal, the third power signal, the
loss set point, and the gain offset cancelling signal, an attenu-
ation control signal may be regulated (operation 610-1). For
example, when closed loop feedback PGO control is
employed (see also FIG. 3B), based on the second power
signal, the third power signal, and the loss set point, an attenu-
ation control signal may be regulated (operation 610-2).

Referring now to FIG. 7, a block diagram of selected ele-
ments of an embodiment of method 410 for PGO control is
depicted in flowchart form. Method 410 may represent
embodiments of operation 410 in method 400 (see FIG. 4)
and may be performed using network 101 (see FIG. 1) and
optical amplifier 200 (see FIG. 2), for example, by using
implementations described in FIGS. 3A and 3B. It is noted
that certain operations described in method 410 may be
optional or may be rearranged in different embodiments.

Method 410 may begin by optically filtering (operation
702) the output signal from the variable optical attenuator to
generate a first filtered optical signal and a second filtered
optical signal. A first filtered power signal and a second fil-
tered power signal respectively corresponding to the first
filtered optical signal and the second filtered optical signal
may be generated (operation 704). The first filtered power
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signal and the second filtered power signal may be normal-
ized (operation 706). Then, method 410 may proceed accord-
ing to at least one of two variants. For example, when open
loop feed-forward PGO control is employed (see also FIG.
3A), the normalized first filtered power signal and the nor-
malized second filtered power signal may be amplified (op-
eration 710-1). For example, when closed loop feedback PGO
control is employed (see also FIG. 3B), the normalized first
filtered power signal and the normalized second filtered
power signal may be amplified (operation 710-2), including
receiving a constant amplifier tilt signal indicative of a wave-
length-dependent power offset.

As disclosed herein, methods and systems for post tran-
sient gain offset control of optical amplifiers may include
using a gain offset control module in an optical amplifier to
generate a gain offset cancelling signal. The gain offset can-
celling signal may be output to a gain control module in the
optical amplifier to generate at least one of a pump signal and
anattenuation control signal. In this manner, a gain offset may
be cancelled for a plurality of wavelengths in an optical signal
transmitted by an optical network.

The above disclosed subject matter is to be considered
illustrative, and not restrictive, and the appended claims are
intended to cover all such modifications, enhancements, and
other embodiments which fall within the true spirit and scope
of the present disclosure. Thus, to the maximum extent
allowed by law, the scope of the present disclosure is to be
determined by the broadest permissible interpretation of the
following claims and their equivalents, and shall not be
restricted or limited by the foregoing detailed description.

What is claimed is:

1. A method for post-transient gain control of an optical
amplifier, comprising:

receiving an optical signal having a plurality of wave-

lengths;

generating a pump signal for a doped fiber amplification

element;

multiplexing the optical signal and the pump signal into the

doped fiber amplification element;

generating a gain offset cancelling signal;

generating a gain control signal using the gain offset can-

celling signal, a first power signal corresponding to the
received optical signal, a gain set point, an offset indica-
tive of an amplified spontaneous emission (ASE) com-
pensation, and a second power signal corresponding to
the optical signal output from a variable optical attenu-
ator configured to receive the optical signal from the
doped fiber amplification element; and

using the gain control signal to regulate the pump signal to

reduce gain offset for the plurality of wavelengths in the
optical signal output from the optical amplifier.

2. The method of claim 1, further comprising:

generating an attenuation control signal for the variable

optical attenuator using the second power signal, a loss
set point, and a third power signal corresponding to the
optical signal output by the doped fiber amplification
element.

3. The method of claim 1, wherein

regulating the pump signal includes driving a laser diode.

4. The method of claim 1, wherein generating the gain
offset cancelling signal comprises:

optically filtering the optical signal output from the vari-

able optical attenuator to generate a first filtered optical
signal and a second filtered optical signal;

generating a first filtered power signal and a second filtered

power signal respectively corresponding to the first fil-
tered optical signal and the second filtered optical signal;
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normalizing the first filtered power signal and the second
filtered power signal; and

amplifying the normalized first filtered power signal and
the normalized second filtered power signal.

5. An optical amplifier for receiving an optical signal hav-
ing a plurality of wavelengths and performing post-transient
gain control, comprising:

a gain offset control module to generate a gain offset can-

celling signal;
a gain control module, including a pump signal control
loop for outputting a pump signal to a doped fiber ampli-
fication element, wherein the optical signal and the
pump signal are multiplexed into the doped fiber ampli-
fication element, the pump signal control loop compris-
ing
a first electronic amplifier for generating a gain control
signal using the gain offset cancelling signal, a first
power signal corresponding to the received optical
signal, a gain set point, an offset indicative of an
amplified spontaneous emission (ASE) compensa-
tion, and a second power signal corresponding to the
optical signal output from a variable optical attenua-
tor configured to receive the optical signal from the
doped fiber amplification element, and

alaser diode driven by the gain control signal to regulate
the pump signal to reduce gain offset for the plurality
of wavelengths in the optical signal output from the
optical amplifier.

6. The optical amplifier of claim 5, wherein the gain control
module further includes

an attenuation control loop for outputting an attenuation
control signal to the variable optical attenuator, the
attenuation control loop comprising
a second electronic amplifier that generates the attenu-

ation control signal using the second power signal, a
loss set point, and a third power signal corresponding
to the optical signal output by the doped fiber ampli-
fication element.

7. The optical amplifier of claim 5, wherein the gain offset
control module comprises:

an optical filter for optically filtering the optical signal
output from the variable optical attenuator to generate a
first filtered optical signal and a second filtered optical
signal;

a fourth photodiode generating a first filtered power signal
corresponding to the first filtered optical signal;

a fifth photodiode generating a second filtered power signal
corresponding to the second filtered optical signal;

anormalizer to normalize the first filtered power signal and
the second filtered power signal; and

a third electronic amplifier to amplify the normalized first
filtered power signal and the normalized second filtered
power signal.

8. An optical communication system comprising:

a transmitter that transmits an optical signal having a plu-
rality of wavelengths over an optical signal transmission
path;

a receiver that receives the optical signal from the optical
signal transmission path;

an optical add-drop multiplexer in the optical signal trans-
mission path; and

an optical amplifier that receives the optical signal from the
optical add-drop multiplexer, the optical amplifier fur-
ther comprising:

a gain offset control module to generate a gain offset can-
celling signal;
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a gain control module, including a pump signal control
loop for outputting a pump signal to a doped fiber ampli-
fication element, wherein the optical signal and the
pump signal are multiplexed into the doped fiber ampli-
fication element, the pump signal control loop compris-
ing
a first electronic amplifier for generating a gain control
signal using the gain offset cancelling signal, a first
power signal corresponding to the received optical
signal, a gain set point, an offset indicative of an
amplified spontaneous emission (ASE) compensa-
tion, and a second power signal corresponding to the
optical signal output from a variable optical attenua-
tor configured to receive the optical signal from the
doped fiber amplification element, and

alaser diode driven by the gain control signal to regulate
the pump signal to reduce gain offset for the plurality
of wavelengths in the optical signal output from the
optical amplifier.

9. The optical communication system of claim 8, wherein

the gain control module further includes

an attenuation control loop for outputting an attenuation
control signal to the variable optical attenuator, the
attenuation control loop comprising
a second electronic amplifier that generates the attenu-

ation control signal using the second power signal, a
loss set point, and a third power signal corresponding
to the optical signal output by the doped fiber ampli-
fication element.

10. The optical communication system of claim 8, wherein

the gain offset control module comprises:

an optical filter for optically filtering the optical signal
output from the variable optical attenuator to generate a
first filtered optical signal and a second filtered optical
signal;
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a fourth photodiode generating a first filtered power signal
corresponding to the first filtered optical signal;

a fifth photodiode generating a second filtered power signal
corresponding to the second filtered optical signal;

anormalizer to normalize the first filtered power signal and
the second filtered power signal; and

a third electronic amplifier to amplify the normalized first
filtered power signal and the normalized second filtered
power signal.

11. A method for post-transient gain control of an optical

amplifier, comprising:

receiving an optical signal having a plurality of wave-
lengths;

generating a pump signal for a doped fiber amplification
element;

multiplexing the optical signal and the pump signal into the
doped fiber amplification element;

generating a gain offset cancelling signal;

generating a gain control signal using a first power signal
corresponding to the received optical signal, a gain set
point, an offset indicative of an amplified spontaneous
emission (ASE) compensation, and a second power sig-
nal corresponding to the optical signal output from a
variable optical attenuator configured to receive the opti-
cal signal from the doped fiber amplification element;

generating an attenuation control signal for the variable
optical attenuator using the gain offset cancelling signal,
the second power signal, a third power signal corre-
sponding to the optical signal output by the doped fiber
amplification, and a loss set point; and

using a combination of the gain control signal, to regulate
the pump signal, and the attenuation control signal to
reduce gain offset for the plurality of wavelengths in the
optical signal output from the optical amplifier.
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